
Control Box Delivery Head

Long Edge
Undermount

Short Edge
Undermount

Tools Required:
T-15 Torx Driver 
5/16" wrench 
5/32" drill bit 
power drill 
pencil
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2. 	 Determine a suitable mounting edge: long edge, short edge. See FIG 2

Control Unit

Delivery Head

Washer (4)
Lock Nut (4)

FIG 4

FIG 3

FIG 2

NuTorque Electric Unit U Bracket Mounting, StarDental Part# 265450, components:

Thread Forming Screw (4)
[U Bracket to Bottom of Control Unit]
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3. 	 Manually determine a mounting 
location on the chosen mounting edge 
by first positioning control unit and 
bracket ensemble in desired location. 
Press U Bracket flush against mounting 
surface. With a pencil, mark the 
underside of mounting surface at the 
four holes for the pan head screws, see 
FIG 3.

4.	 Remove control unit and bracket 
assembly.

5.	 Ensure hole locations will not interfere 
with internal components at mounting 
position. Use the 5/32" drill bit to drill 
four holes through mounting surface at 
marked hole locations. 

3 4

6.	 Place each pan head screw through applicable U Bracket hole and bottom 
side of mounting surface,  then secure  using washer and lock nut, see 
components illustration in block 1. See FIG 4.

1. 	 Attach U Bracket to bottom of control unit using the 4 thread forming screws. 
See FIG 1

FIG 1

U Bracket

Pan Head Screw (4)
[U Bracket to Bottom of Delivery Head]

Mark 4 Holes
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Control Box Delivery Head

Long Edge
Undermount

Short Edge
Undermount

Tools Required:
T-15 Torx Driver 
5/16" wrench 
5/32" drill bit 
power drill 
pencil
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2. 	 Determine a suitable mounting edge: long edge, short edge. See FIG 2

Control Unit

Delivery Head

Washer (4)
Lock Nut (4)

FIG 4

FIG 3

FIG 2

NuTorque Electric Unit U Bracket Mounting, StarDental Part# 265450, components:

Knob Screw (1)
[U Bracket to Bottom of Control Unit]
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3. 	 Manually determine a mounting 
location on the chosen mounting edge 
by first positioning control unit and 
bracket ensemble in desired location. 
Press U Bracket flush against mounting 
surface. With a pencil, mark the 
underside of mounting surface at the 
four holes for the pan head screws, see 
FIG 3.

4.	 Remove control unit and bracket 
assembly.

5.	 Ensure hole locations will not interfere 
with internal components at mounting 
position. Use the 5/32" drill bit to drill 
four holes through mounting surface at 
marked hole locations. 
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6.	 Place each pan head screw through applicable U Bracket hole and bottom 
side of mounting surface,  then secure  using washer and lock nut, see 
components illustration in block 1. See FIG 4.

1. 	 Attach U Bracket to bottom of control unit using the knob screw. See FIG 1

FIG 1

U Bracket

Pan Head Screw (4)
[U Bracket to Bottom of Delivery Head]

Mark 4 Holes
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